TCP/IP Configuration Sample

Right click on Network Neighborhood and select properties. Typein a computer
name and your Domain name. On Windows’95 or '98 you click on Client for
Microsoft Networ ks and select properties and check Log on to Windows NT
Domain. Typein Domain name.
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Windows uzes the following information to identify wour computer on
the network. “v'ou may change the name for thiz computer, the
woarkgroup or donnain that it will appear in, and create a computer
account in the domain if zpecified.
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Goto protocols (on NT workstation), select TCP/IP and click properties. On a
Windows ‘95/' 98 machine select TCP/IP network card properties.
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Identificationl Services Protocols I.f-‘n.daptersl Bindingsl

Metwork, Protocals:

T MwLink IPX/5P Compatible Transport
T MwLink MetBIOS

Add... Remowe Properties... Update

— Description:

Tranzsport Control Protocol/Internet Protocol. The default wide
area network, protocol that provides communication across
diverse interconnected netwark s,
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Select specify an I P addressand insert the P number s assigned to your agency.
(WINNT) The numbersshould betaped to the router and you should have had this
information mailed to you in a packet from DIS. If you cannot locate these numbers
you will need to contact DIS.

Microsoft TCP/IP Properties [ 2|

IP Address | DNS | WINS Address | Routing |

Ain P addrezz can be automatically assigned ta this network card
by a DHCP zerver. If pour netwark, does not have a DHCP server,
ask your network adminiztratar for an address, and then type it in
the space below,

Adapter:
!['I] 3Com Fast EtherLink #L NIC [3C305B-T) ;I

' Dbtain an 1P address from a DHCP server

— % Specity an IF addiess

Subnet Mask: I

IP sddress: | |
Default Gateway: I
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Select DNS and select add. Insert 162.114.197.21 and select add. Select add again
and insert 162.114.219.11 and add. In the Domain tab, type“ state.ky.us’
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P Address  DNS | wINS Address | Fiouting |
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Select WINS and insert 162.114.120.43 as Primary server and 162.114.131.2 as
Secondary WINS server. On the Windows '95 and Windows ' 98 machines select
Bindings and check “ Client for Microsoft Networks.” Select the Advanced tab and
check “ Set this protocol to be the default protocol.”

Microsoft TCP/IP Properties

IP Address | DNS  WING Address | Routing |

—wiindows |nternet Mame Services [wWiNS)
Adapter:
|[1] ACom Fast Etherlink XL NIC [3C3058-T+) ;I

Primary ‘WINS Server: | 162 114 131 2

Secondany WINS Server: I 162 . 114 192 . 70

[ Enable DMS for Windows Flesolution

¥ Enable LMHOSTS Lookup Import LMHOSTS. .

Scope ID: I
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Upon completion of all of the above, cold boot the workstation so all changes will
take effect. At logon you should be prompted for a user name, password and
Domain name. The NT Domain will authenticate the user and password and access
to mail will be granted.



